
individual licenses, so long as their operation comports with the conditions of §21. 909(f). In
addition, for the reasons detailed in the Explanatory Note to proposed §21.901 (g). proposed
subsection (b) requires that digital modulation be employedfor any 6 MHZ channels that are turned
aroundfor response station transmissions.

Proposed subsection (c) provides, for the .first time. a mechanism by which licensees can secure
authorization to use response channels, whether they are turning around all or part of 6 MHZ
channels or employing the existing 125 kHz channels. As noted above, response stations will not
be individually licensed, only response station hubs. In order to establish that the response stations
associated with a given response station hub will not cause harniful interference. it is essential that
the location of re~ponse stations be limited. Therefore. the Petitioners contemplate that the
applicant will specify a response service area -- the area where it can establish re~ponse stations
that will not cause harmful electromagnetic interference to others. In order to provide maximum
reliability ofservice, response station service areas may overlap one another. This will increase
the likelihood that service can be provided to a given subscriber location, even ifterrain, foliage or
other restrictions make it impossible to connect to a given rec\ponse station hub.

Under proposed subsection (c), an applicantfor authority to establish response stations will be
required to submit an application on FCC Form 304 that. among other things, identifies the location
of the proposed response station hub, designates the channel plan that will be employed in
communicating with the hub, ~pec!fies the geowaphic area that will be served by the hub and
provides certain technical information (such as maximum power levels and polarization(~))

regarding the operation ofthe response stations that will be installed in each region ofthe proposed
response service area. Allowing applicants theflexibility to ~pecifj; different technical parameters
for different regions ofthe proposed response service area (which regions will be determined by the
applicant) provides applicants the .flexibility to tailor their system design in a manner that hest
accomplishes operational objectives without resulting in harmful electromagnetic interference. As
is discussed below and in the Two- Way Report, the submission of this information is essential both
to determine whether the proposed response station operations will cause harmful electromagnetic
interference and to assure that such operations are adequately protected from interference
thereafter.

Proposed subsections (c)(3)(A) and (B) establish two restrictions on the location (?fresponse station
hubs and response stations. Subsection (c)(3)(A) mandates that the re~ponse station hub be located
within a protected service area associated with an authorization issued to the applicant. It is
envisioned that the Commission willpermit re,\ponse station hubs to be located at the wireless cable
headend, at MDS booster stations, or at any other location, so long as they are within the existing
protected service area ofthe MDS station being turned around (if all or part ofa 6 MHZ channel
will be usedfor return path~), or within the existing protected service area ofthe primary station
where a 125 kHz return path is being used. The Commission has previously recognized that return
links from wireless cable subscribers need not necessarily terminate at the wireless cable
transmission headend, and has authorized those return links to terminate at any facility of the
wireless cable operator. See Spectrum Utilization Policy. 56 R.R.2d at 1181. Subsection (c)(3)(B)
dictates that the re,\ponse service area be located entirely within a protected service area associated
with an authorizatwn issued to the applicant, unless the applicant has secured the consent ofan
adjacent protected service area rights holder to an overlap between its protected service area and
the proposed re~ponse service area. This will provide a vehicle by which re~ponse stations can be
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located outside ofthe protected service area ofa station whose channels are being turned around,
just as today subscriber locations can be established heyond the boundaries ofa station's protected
service area.

Proposed subsections (c)(3)(C)-(G) require that the application for a response station hub
authorization demonstrate that the proposed response stations will not cause harmful
electromagnetic interference to authorized or previously proposed neighboringfacilities. Under
current rules, ITFS stations, incumbent MDS stations and BTAIPSA authorization holders are each
entitled to different measures ()fprotection against harniful electromagnetic inte~ference. The intent
()f the proposed rules is to maintain those distinctions to the maximum degree possible so that the
fundamental inte~ferenceprotection policies established over the years are not altered.

The Petitioners belzeve it is essential to expedite the authorization ofresponse station hubs, and are
advancing two proposals designed to avoid unnecessary regulatory delay. First, in order to avoid
strike applications and the needfor comparative evaluation ()fcompeting applications, proposed
subsection (d) provides that applicationsfor re!>ponse station hub authorizations will be cut offfrom
competing applications on the day ()ffiling. This one-day rolling window approach proved effective
in eliminating strike MDS applications in the early 1990s prior to the advent ()fauctions, and should
prove similarly effective here. A response station hub will not be entitled to protection Fom
inte~ferencecaused byfacilities proposed on or prior to the day the application is filed, and will not
be required to protectfrom interferencefacilities proposed on or after the day the re!>ponse station
application is submitted. Where applications are submitted on the same day proposingfacilities that
interfere with each other, the burden ofresolving the conflict will be shiftedfrom the Commission
to the parties involved. Meanwhile, however, either party is free to commence service almost
immediately (albeit subject to possible interference),

Second, the Petitioners are proposing under proposed subsection (e) that applications for re!>ponse
station hub authorizations be automatically granted on the 61" day qfter appearing on public notice
as acceptedfor filing, unless a petition to deny or otherformal objection is timelyfiled by a party
in interest or the Commission has previously notified the applicant that its application will not be
automatically granted. In crafting this proposal, the Petitioners have balanced the need to assure
inte~ference protertion in crowded !>pectrum against regulatory delays associated with extensive
Commission review and confirmation ofcomplex inte~ference analyses. In many services, such as
Personal Communications Services, the General Wireless Communications Service, and the
proposed Local Multipoint Distribution Service and Wireless Communications Service, individual
facilities need not even be licensed once a block grant has been issued. While that approach is
deemed by Petitioners to be too radicalfor services like the MDS and ITFS where the !>pectrum is
heavily encumbered. it does illustrate that the Commission can largely rely on industry self-policing
to assure interference protection. As contemplated by Petitioners, an applicationfor a response
station hub authorization would be placed on public notice by the staffqfter review as toform and
a determination that allpreviously proposed and licensedfacilities have been analyzedfor potential
interference, but without extensive review and verification ofthe interference studies submitted by
the applicant. Potentially affectedparties (all ofwhom must be servedwith a copy ofthe application
pursuant to proposed subsection (c)(4)) would have sixty days from public notice in order to
formally oppose grant of'the application. If'those potentially affected parties do not object, the
application should be deemed automatically granted as ofthe 61" dayfollowingpublic notice. As
proposed. the rule would provide the staffwith the authority under unusual circumstances to advise.. ..
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the applicant prior to the 6r day that its application will not be automatically granted. in which
case the application will be subject to the normal processing routine. In addition, the Commission
would retain the 40-day period provided for under §I.117(a) of the Rules to reconsider any
automatic grant on the Commission's own motion. The proposed approach shifts the burden of
reviewing the detailed technical components ofresponse station proposals from the Commission to
the industry, freeing Commission resources for other tasks (such as resolving contested cases more
rapidly than is presently possible) while sti11 providing a vehicle for assuring protection against
interference.

Proposed subsection (f) 5pecifies the conditions that will be placed upon all authorizations to install
and operate response stations. The proposed language essentially incorporates existing restrictions
in ;"QI.909 on MDS response stations. while adding restrictions to assure that response stations are
operated in a manner consistent with the under~ving application. Although not specifically stated
in proposed subsection (f), the Petitioners contemplate that the construction deadline provisions (~f

§21.43 will apply to re5ponse station hub authorizations, and that hubs authorized to incumbent
MDS licensees will have to be constructed within twelve months of the date ofgrant unless the
Commission grants an application for additional time to complete construction.

The proposed change to subsection (g) reflects that regulation ~fthe listed channels is now governed
by Part 101 of the Commission's Rules.

Proposed subsectIOn (h) modifies the Commission's interference protection rules to provide
protection from harmful electromagnetic interference to response station hubs authorized to MDS
incumbents. Except where the same frequencies will be used for transmissions both from MDS
re5ponse stations andfrom MDS stations or booster stations, traditional interference protection is
eliminated within the area served by each response station hub (which is called a response service
area), since there is no need to protect from cochannel and a4jacent channel interference those sites
that are within the re5ponse service area other than the re,sponse station hubs. Those hubs, however,
must be protected. Because response station hubs are by definition multipoint-to-pointfacilities and
are likely to be receiving signals from all azimuths, and because those signals are like~v to be
transmitted utilizing horizontal and vertical polarization, the proposed rule provides that an
applicant for a new or modified station must assume use of a non-directional. plane polarized
reception antenna at the response station hub, rather than the reference antenna that is assumed
when performing point-to-multipoint interference ana~yses. Re,sponse station hubs authorized
pursuant to BTA authorizations will continue to receive interference protection based on the -73
dBW/m 2 powerflux density requirement at the border ofthe BTA.

Proposed subsection (i) makes clear that several Commission rules generally applicable to
"licenses" will be applicable to MDS response station hub authorizations.

Proposed subsections (j) through (1) are intended to conform the provisions of this section to the
provisions o.fproposed §§74.939(g) through (k), which are largely based on the existing rules
governing 125 kHz response channel operations. The Petitioners are proposing that the spectral
mask currently mandated for response stations be loosened, as the current mask unnecessarily
restricts spectral efficiency. The Petitioners believe that the proposed revisions will permit a greater
proportion of the existing 125 kHz re5ponse channel bandwidth to be employed. without
unreasonably increasing the risk ofharmful interference. For the reasons explainedpreviously, the
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Petitioners believe it is inappropriate for the Commission to impose unnecessarily restrictive
.frequency tolerance requirements on response stations, and that the spectral mask should be relied
upon as the primary mechanism for restricting adjacent channel interference. This is particularly
true given that it is anticipated that virtually all response stations will be operated using digital
modulation, so the frequency offset techniques which are advanced by frequency tolerance
requirements, will not be available in any event.

In order to assure a degree ofuniformity among all interference analyses submitted, Note 1 to both
this proposed rule and its ITFS sibling requires that signal level calculations be pe,:lormed in
accordance with a particular methodology that the Petitioners contemplate will be annexed to the
Commission Report and Order adopting these rules. A draft qf that methodology is annexed as
Appendix C to the l1ccompanying Petition. That methodology comprises a three-step process that
involves (i) defining a measurement line and measurement points on that line that are used in
determining that a large enough number ofpoints are used to statistically represent the potential
universe ofresponse stations in analyzing the inte,:ference they will cause, then (ii) determining the
number ofpoints that actually must be used in predicting interference, andfinally (iii) prescribing
the method by which the points determined in the second step should be used in the various
interference analyses.

As is explained in the Two- Wav Report, in order to determine the inteiference that will be caused
by the aggregated signals from the response stations within a re.sponse service area, it is necessary
that certain characteristics of the response stations he enumerated. To permit flexibility in the
design qf systems, provision is made for the definition ofdiscrete regions within each response
service area and regional classes ofcharacteristics through which different sets ofthe various limits
can be applied to each region. Thus, it will he required that applicants specify the maximum
effective isotropic radiatedpower (EJRP) and the maximum antenna height above ground to be used
by response stations associated with specific regional classes. It will also be necessary to specify
the worst case combined antenna pattern to be used hy any response station associated with each
regional class and the maximum number ofre.sponse stations to be associated with each regional
class that will be used simultaneously.

The characteristics ofthe system that determine the number oftransmitters simultaneously sharing
the channel or sub-channels, thereby controlling the inte,:ference emanating from the response
service area, are required to be specified. For certain kinds ofsystem designs. assumptions are
necessary with respect to such matters as the percentage ofresponse stations that can be expected
to be using the system during peak use periods and the percentage ofresponse stations using the
system that could be trying to transmit simultaneously in .systems that depend upon statistical
methods to control access to the channel. Such assumptions can be drawnfrom experience with
similar data or telecommunications networks used in other applications.

The result ofthe process described is an array oflocations to be used in interference analyses, each
having one or more groups (classes) of transmitter EIRP values. antenna heights. and radiation
patterns associated with it. The array then senes to represent, on a statistical basis, the totality of
response stations that eventually will be installed. The method/or summing the signals from the
representative array is also described.

When any qfthe parameters specified in the response station hub authorization application or in the
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studies supporting it must be exceeded or altered, e.g., the number o.fresponse stations within a
regional class, the combinedworst case antennapattern, the maximum antenna height, the maximum
EIRP, or the neMork system design or statistics, an application proposing modification of the
authorization generally must be filed and must undergo the same approval process as an original
application. However. a simple not~fication can be employed where minor changes are proposed
under circumstances where the potentialfc)r interference does not increase.

17. Section 21.913 is revised as follows:

§21.913 Signal booster stations.

(a) Authorizations for Multipoint Distribution Service (MDS) booster stations may
be granted to an MDS applicalit, conditional Iicensee or licensee, to al' llistl tlctiolial
Telev ision Fixed Sel vice (ITFS) applicant, pelwittee 01 licensee, or to a third party with a
fully-executed lease or consent agreement with an MDS 01 ITFS applicalit, conditional
licensee, pellliittee or licensee. An MDS booster station may reuse channels to repeat the
signals ofMDS stations or for the origination of signals on MDS channels. An MDS booster
station authorized pursuant to subsection (b) may only be licensed to an MDS licensee or
conditional licensee, and may operate only on one or more MDS channels that are licensed
to the licensee of the MDS booster station. An MDS booster station authorized pursuant to
subsection (e) may be licensed to an MDS licensee or conditional licensee or to a third party
with a fully~executed lease or consent agreement with an MDS conditional licensee or
licensee, and may operate only on one or more MDS channels that are licensed to or leased
by the licensee of the MDS booster station. No booster station may be authorized for the
reuse ofchannels authorized to letlalismissioli of sigli1tls ful an MDS, fTFS 01 OFS station
without the written consent of the licensee of the station whose channels are reused signats
ale lettalismitted. The aggregate power flux density generated by an MDS station and all
associated signal booster stations may not exceed ~73 dBW/m:l (or, when subchannels are
used, the appropriately adjusted value based upon the ratio of the channel-to-subchannel
bandwidths) at or extend sel vice beyond the boundaries of the protected service area ofany
an-MDS station's plotected sen ice alea whose channel is being reused, as measured at
locations for which there is an unobstructed signal path, unless the consent of the adjoining
cochannel protected service area licensee is obtained. No boostel statioli may be atltl.ol ized
fel the I ettalismissioli of sigli1tls ful ali MDS, 01 ITFS 01 OFS statioli vv itliotlt the vvl itten
COIiSClit of the licelisee of the statioli vvhose siglials me retralismitted.

(b) Any eligible party under §21.913(a) may secure an authorization for an MDS
signal booster that has a maximum power level in excess of -9 dBW EIRP (or, when
subchannels are used, the appropriately adjusted value based upon the ratio of the channel­
to-subchannel bandwidths) by submitting an application on FCC Form 304 and including,
in addition to the requirements of that form;

(lb) In addition to the othel applicatioli I eqtlil ewelits of this part, each
applicatioll £01 a sigli1tl boost" statioli that vvotlld Ietl aliSIli it ali MDS sigliaillitlst certify A
demOtls1:fi~l;on that the proposed booster station site is within the protected service area, as
defined in §§21.902(dk~md-21.933 and 74.903(d), of every any incumbent MDS or ITFS
stations whose chanriels are to be reused; and~
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(2e)

thc~)]'fiIea1C'iorrthrat-it-has-prc:pa1red-aA study which demonstrates that the aggregate power
flux density of the MDS station and all associated booster stations at or beyond the
boundary the edge of the M9S protected service areas ofthe MDS station whose channels
are to he reused does not exceed -73.0 dBW1m2 (or, when subchannels are used, the
appropriately adjusted value based upon the ratio of the channel-to-subchannel bandwidths)
at locations for which there is an unobstructed signal path to the botlndat)' .unless the consent
ofthe adjoining protected service area licensee has been obtained; and

(3d) In addition to the othel application leqtliiements of tit is part, lieu of
the requirements of §§21.902(c) and (i), eaclt application fOI a sigllal boostel station Intlst
state in the application that is has plcpaied a study which demonstrates that the proposed
booster station will cause no harmful interference to co-channel and adjacent-channel
existing or previously-proposed ITFS and MDS stations with protected service area center
coordinates as specified in §21.902(d) or, in the case ofITIS stations without protected
service areas, transmitters, within 160.9 ~kilometers (l00 -5e-miles) of the proposed
booster station's transmitter site, or any ITFS or MDS response station hubs or booster
stations within 160.94 kilometers (100 miles) of the proposed booster station's transmitter
site. fu the alternative, a statement from the MDS or ITFS permittee, licensee or conditional
licensee stating that it does not object to operation of the MDS signal booster station may
be submitted; and

(4e) In addition to the othel application reqtlilements of this palt, each
application mtlst incltlde a A written consent statement of the licensee of each MDS and;
ITFS, and OFS station whose channelsigrntt is reused; and letlansi1Iitted.

(f) The OtltPtlt po~el of the signal boostel ttanSi1Iittel statim. mtlst not
exceed 18 dB'\>' EIRP.

(5) A specification of the area to be served by the booster (the "booster
service area"), which may not overlap the booster service area of any other booster
authorized to or proposed by the applicant; and

(6) A demonstration either (i) that the booster service area is entirely within
the protected service area to which each licensee of a station whose channels are being
reused is entitled either (a) by virtue of its being the licensee of an incumbent MDS station
whose channels are being converted for MDS response station use, or (b) by virtue of its
holding a Basic Trading Area or Partitioned Service Area authorization; or (ii) that the
licensee entitled to any protected service area which is overlapped by the proposed booster
service area has consented to such overlap; and

(7) A demonstration that the proposed booster service area can be served
by the proposed booster without interference; and

(8) A certification that copies of the materials set forth in this §21.913(b)
have been served upon the licensee, conditional licensee or permittee of each station
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(inijludingeaehre~nse;is~tWn hub and booster station) required to be studied pursuant to
§21;913(b)(3) and the holder of any Basic Trading Area or Partitioned Service Area
authorization adjoining the proposed booster service area.

(c) Notwithstanding the provisions of §21.901(d)(4) and except as provided in
§21.27(d), applications for booster station authorizations may be filed at any time.
Notwithstanding any other provision ofPart 21 (including §21.31), applications for booster
authorizations meeting the requirements of§21 .913(b) shall be cut-off s for
facilities that would cause harmful electromagnetic interference on g. A
booster statiM shall not be entitled to protection from interference caused by facilities
proposed on or prior to the day the application for the booster station authorization is fi led.
BoOsterstations shall not be required to protect from interference facilities proposed on or
after the day the application for the booster station authorization is filed.

(d) Notwithstanding the provisions of §21.30(b)(4), any petition to deny an
application for a booster station authorization shaH be filed no later than the sixtieth (60th

)

day after the date of public notice announcing the filing of such application or major
amendment thereto. Notwithstanding any other provision ofthis Part 21, an application for
an MDS booster station authorization that meets the requirements of §21.913(b) shall
automatically be granted on the sixty-first (6P~ day after the Commission shall have given
public notice of its acceptance for filing, unless prior to such date either a party in interest
timely files a formal petition to deny or for other relief pursuant to §21.30(a) or the
Commission notifies the applicant that its application will lIy granted.

Rpplicationis automatically granted pursuant to t subsection,
ee shall maintain a copy ofthe application at the MDS booster station until such

time as the Commission issues a booster station authorization.

(eg) An eligible party pursuant to §21.913(a) MUS 01 ITFS licClisee may install and
commence operation of a signal booster station that has a maximum power level of -9 dBW
EIRP (or, when subchannels are used, the appropriately adjusted value based upon the ratio
of the channel-to-subchannel bandwidths) alid that does liot extend sen ice bey ond the
boundalies of ali MUS station's plotected sen ice area 01 beyond an ITFS licelisee's
legisteled recei ve site, subject to the condition that for sixty (60) days after installation, no
objection or petition to deny is filed by an authorized co-channel or adjacent-channel ITFS
or MDS station with a transmitter within 8.0 kilometers (5 miles) of the coordinates ofthe
pI imal'y t1aw;nrittel ofthe signal booster. An eligible party pursuant to §21.913(a) MUS 01

ITFS licelisee seeking to install a signal booster under this rule must, within 48 hours after
installation, submit (i) a description of the signal booster technical specifications (including
an antenna envelope plot or, ifthe envelope plot is on file with the Commission, the make
and model of the antenna, antenna gain and azimuth), the coordinates of the booster, the
height of the center of radiation above mean sea level, the street address of the signal
booster and a description of the area to be served by the signal booster (the "booster service
area''), (ii) a demonstration that the booster service area is entirely within the protected
service area to which each licensee of a station whose channels are being reused is entitled
either (a) by virtue of its being the licensee of an incumbent MDS station whose channels
are being converted for MDS response station use, or (b) by virtue of its holding a Basic
Trading Area or Partitioned Service Area authorization, or, in the alternative, that the
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licensee entitled to any protected service area which is overlapped by the proposed booster
service area has consented to such overlap; and a demonstration that the proposed booster
service area can be served by the proposed booster without interference; (iii) either a
certification that no Federal Aviation Administration determination ofNo Hazard to Air
Navigation is required under Part 17 of this chapter or, if such determination is required,
either: (a) a statement ofthe FCC Antenna Structure Registration Number; or (b) if an FCC
Antenna Structure Registration Number has not been assigned for the antenna structure, the
filer must indicate the date the application by the antenna stmcture owner to registered the
antertriastructure was filed with the FCC in accordance with Part 17 ofthis chapter. and (iv)
a certification that:

(I) The maximum power level of the signal booster transmitter does not
exceed -9 dBW EIRP (or, when subchannels are used, the appropriately adjusted value
based upon the ratio of the channel-to-subchannel bandwidths); and

(2) A desel iptioli of the siglial boostel teclwieal speeificatiolis (ilicltlding
aliteillia gaili alid azimuth), the cooldiliates of the boostel alid leceivers, alid the sheet
addr ess of the siglial boostel, alid a specificatioli of the at ea to be ser ved by the signal
boostel,

(21) No registered receiver of an ITFS E or F channel station, constructed
prior to May 26, 1983, is located within a 1.61 km (I mile) radius of the coordinates of the
booster, or in the alternative, that a consent statement has been obtained from the affected
ITFS licensee; and

(34) No environmental assessment location as defined at § 1.1307 of this
chapter is affected by installation and/or operation of the signal booster; and

(45) Each MDS and/or ITFS station licensee (including the licensees of
bo.ostet$tatibrisandit~sppfisestation hubs) with protected service areas or registered
receivers within a 8.0 km (5 mile) radius of the coordinates of the booster has been given
notice of its installation; a.nd

(~6) Consent has been obtained from each MDS 01 ITFS station licensee
whose signal is reused lepeated by the signal booster; arid

(69) The signal booster site is within the protected service area of the MDS
stations Whose cha.nnelsaretobereused, if the siglial of an MUS station is lepeated; and

(7S) The aggregate power flux density ofthe MDS stations to be reused and
their associated booster stations at or beyond the boundary the edge of the MUS statioli's
protected service areas ofthe MDS stations to be reused does not exceed -73.0 dBW/m2 (or,
when subchannels are used, the appropriately adjusted value based upon the ratio of the
channel-to-subchannel bandwidths) at locations for which there is an unobstructed signal
path; and, if the siglial of an MUS station is repeated:

(9) The alltenlia structure ~ill extend less thali 6.10 metels (20 feet) abOve
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the gronnd 01 natnlal fOlliiation 01 less titan 6.10 metels (20 feet) above an existing
ntanmade Stll:Jcttll e (othel than an antenna Stl tlcttl! e), and

(8+6) The MDS booster station filer lieensee understands and agrees that
in the event harmful interference is claimed by the filing of an objection or petition to deny,
the licensee must terminate operation within two (2) hours of written notification by the
Commission, and must not recommence operation until receipt of written authorization to
do so by the Commission.

(f) An applicant for any new or modified MDS or ITFS station (including a response
station hub authorization or a booster station) shaH demonstrate compliance with the desired
to undesired signal ratio protected service area protection requirements set forth in
§§21.902, 21.9J8 and 74:903 with respect to the portion of any previously proposed or
authorized booster service area that is within the protected service area of a primary
incumbent MDS station by using the transmission parameters of the MDS booster station
(inii:luding EIRP, polarization(s) and antenna height) with respect to those channels
auth<l>rized to an incumbent MDS station that are being reused. Upon the filing of a
certification ofcompletion ofconstruction for an MDS booster station applied for pursuant
to §21.913(b) or upon the filing of an MDS booster station notification pursuant to
§21.913(e), each incumbent MDS station whose channels are being reused by the MDS
signal booster shall no longer be entitled to interference protection pursuant to
§§21.902(b)(3) and (4), 21.938(b)(2) and (3) and 74.903 within the booster service area
based on-the transmission parameters of the incumbent MDS station whose channels are
being reused. A booster station shaH not be entitled to protection from interference caused
by facilities proposed on or prior to the day the application or notification for the booster
station is filed. Booster stations shaH not be required to protect from interference facilities
proposed on or after the day the appl ication or notification for the booster station is fi led.

EXPLANATORY NOTE- The proposed revIsIOns to ;§21.913 are generally designed to
accommodate the !Jroposed origination of signals hy MDS booster stations, to reflect that in
distributed transmt.,sion systems boosters (which will be akin to cells in cellular systems) will
operate in some cases at higher powers than current~y allowed, to clarify that MDS booster stations
may only operate on MDS channels (with ITFS boosters authorized pursuant to :§74. 985 operating
on ITFS channels) and to provide a streamlined regulatmy process that will allow the rapid
introduction o.fsuch stations into the operating environment without undue risk of interference.

The proposed changes to subsection (a) achieve the objective ofallowing signal booster stations to
originate information as well as retransmit information from primary stations. The changes also
reflect that since booster stations will be allowed to originate, they should only be authorized once
the underlying application for a primary station has been granted Because boosters have
historically been limited to a retransmission role, as a practical matter boosters could not be placed
into operation until a primary station had been licensed Because the current rule allowed mere
applicants to secure booster authorizations, it was possible for a booster to be authorizedprior to
the underlying primary station. Thatflaw was (~fno moment, however, because the hooster could
not operate without the signal ofa primary station to retransmit. Now, since boosters can originate
information, the rule should be revised ,\'0 onlv licensees and conditional licensees and their lessees
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can secure booster authorizations.

References to ITFS .'permittees " have been eliminated, since the Commission has adopted one-stop
licensing for ITFS and no longer issues construction permits. An ITFS licensee can, however, be
the licensee ofan ITFS booster station authorized under §74. 985 ofthe Rules. Finally, the proposed
revisions to subsection (a) clarify the signal level that an MDS booster station can transmit outside
of the protected service area ofthe primary station by ~pecifically incorporating the -73 dBW/m 2

power flux density currently specified in §21. 913, eliminating ambiguity that is present under the
current rule.

The proposed rules provide new mechanisms for the expedited introduction of booster service.
Proposed subsections (b), (c) and (d) generally provide for the filing ofapplications for MDS signal
boosters that will operate with power in excess of-9 dBW EIRP. Because ofthe higher power at
which these boosters will operate and the increasedpotentialfor harmful interference, the proposed
rule requires that aformal application befiled with the Commission and served upon the licensees
ofneighboringfacilities. In addition, because ofthe high power at which boosters will be able to
operate, the Petitioners are proposing an increase in the coordination distance in order to be
consistent with the interference analysis requirement imposed on regular MDS transmitters. The
.filer will have to demonstrate that the proposed booster is within the protected service area (?lthe
primary station, that it will not cause the powerflux density at the boundary ofthat protected service
area to exceed -73 dBW/m 2

, and that it will not cause harmful interference to incumbent MDS and
ITFS stations. The proposal requires that the application for a booster station authorization
demonstrate that the proposed station will nol cause harmfit! electromagnetic interference to
authorized or previously proposed neighboring facilities. Under current rules, ITFS stations,
incumbent MDS stations and BTA/PSA authorization holders are each entitled to dtfferent measures
ofprotection against harmful electromagnetic interference. The intent C?f the proposed rule is to
maintain those distinctions to the maximum degree possible so that the fundamental interference
protection policies established over the years are not altered.

Note that while the proposed rule speaks solely ofa powerflux density limitation of-73 dBW/m 2 at
the boundary ofthe protected service area, the Commission has allowed those incumbent MDS and
ITFS stations that currently exceed that limitation 10 make modifications on a grandfathered basis
so long as the powerflux density at the boundary is not increased. MDS Auction Order, 10 FCC
Rcd at 9618. The Petitioners contemplate thaI Ihe Commission will continue to employ that
approach. Thus, where an incumbenl MDS or ITFS station exceeds the -73 dBW/m 2 limitalion at
present, the Petitioners contemplate that the licensee would be able to add boosterfacilities, so long
as the powerflux density is not increased al an)' location along the protected service area boundary.

In order to avoid the needfor comparative evaluation qfcompeting booster applications, proposed
subsection (c) provides that applications for boosler authorizations will be cuI offfrom competing
applications on the day of filing. A booster station will nol be entitled to proteclion from
interference caused byfaGilities proposed on or prior to Ihe day the application isflled, and will nol
be required to protect from interference facilities proposed on or after the day the booster
application is submitted. Where applications are submitted on the same day proposingfacilities that
intel/ere with one another, the burden qlresolving the conflict will be shiftedfrom the Commission
to the parties involved. l',..feanwhile, however, service to those areas that will not suffer interference
can commence immediately.
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As with response stations, the Petitioners are proposing that applications for these higher power
signal boosters be automatically granted on the 61" day after the Commission gives public notice
of the filing of such application. Thus, the burden of reviewing the technical content ofbooster
station applications will be shiftedfrom the Commission to licensees and applicants. This approach
willfree the Commission staffto focus its resources on contested cases. Routine applications will
be granted speedily as a matter ofcourse while contested cases can be resolved more rapidly, as the
staffwill be freed to devote greater resources to those cases.

The proposed subsection (e) addresses the installation and operation ofboosters operating at -9
dBW EIRP or less, and generally reflects the current notffication policies relating to the installation
and operation oflow power boosters, with minor changes madefrom the current rules to conform
to changes in subsections (a) and (b).

Subsection (f) introduces an essential new concept -- interference protection for the service
rendered by signal booster stations. When the Commission first considered the possibility of
amending its rules to foster the use of cellular technology by MDS licensees, it recognized that
cellularizing the service would require an adjustment to its interference protection rules. See
Amendment ofParts 21 and 74 ofthe Commission's Rules with Regard to Filing Procedures in the
Multipoint Distribution Service and in the Instructional Television Fixed Service, 1 CR I, 24 (P&F
1995). Although the current rules permit boosters, the Commission has never ;.,pecffied interference
protection rules for those boosters. Ironically, the result is that some service is overprotected. For
example, an applicant for a new station attempting to demonstrate protection to a neighbor's
protected service area mayfind it impossible to show that it will protect service.from the neighbor's
primary transmitter, when infact the area in question is served by a booster that is cross-polarized
to the primary station and will not be adversely affected by the launch of new service. The
Commission has recognized that the most difficult element ofproviding interference protection in
a cellularized environment is determining which transmitter will provide the desired signal. See id.
Subsections (b) and (e) require the.filer ofa booster station application or notification to ;.,pecify Ihe
area to be served by the booster, eliminating that concern.

No change is proposed with re;.,pect to the protection o.fbooster stations authorized as a result of
BTA authorizations -- it is contemplated that the BTA holder will continue to receive protectionfrom
the -73 dBWlm2 powerflux density limit at the BTA border. A primary objective ofthe Petitioners,
however, has been to provide incumbent MDS and fTFS stations with a level 0.1protection akin to
that they receive under the current rules, while avoiding the overprotection problem discussed
above. Where a booster is licensed to an incumbent MDS licensee, the proposed rule provides that
a subsequent applicant for a new or modifiedfacility will only have to demonstrate that it will
protect any previously proposed or authorized ,~pecffied booster service area using the technical
configuration 0.1 the booster station that is actually serving the area, including the EIRP,
polarization(s) and antenna heights. No longer will the incumbent MDS licensee receive protection
within its protected service area calculated based on the signal (~fa primary transmitter that is not,
infact, providing service. Where a booster service area is extendedfor a given channel beyond the
35 mile protected service area of an incumbent A1DS station with the consent (~f the BTA
authorization holder, it is contemplated that the 45 dBIO dB interference protection will only apply
to thatportion o.fthe booster service area within the 35-mile protected service area. This is intended
to avoid increasing the level of interference protection afforded a BTA authorization holder beyond
the -73 dBWlm 2 it is entitled to al the boundaries of its protected service area. If a booster
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authorization is canceled, it is contemplated that protection would revert back to being based on the
initial technical configuration ofthe primary station (although any interference caused byfacilities
proposed or authorized in the interim will have to be grandfathered). Note that applicants are
barredfrom proposing overlapping booster service areas. While service providers should befree
to serve a given receive site from any booster station, regardless ofwhether the receive site is within
that booster's service area, the proposed bar on overlaps will avoid over-protection ofservice.
That, in turn, will prevent the unnecessary preclusion ofservice on adjacent channels or in adjacent
markets. The Petitioners believe that the approach suggested in the proposed rules will provide an
appropriate level of interference protection, while at the same time not unnecessarily precluding
service in neighboring areas or using adjacent channels.

Although not specifically stated in proposed §21. 913, the Petitioners contemplate that the
construction deadline provisions of§21.43 will apply to booster authorizations obtained pursuant
to §21.913(d) and that higher power booster stations authorized to incumbent MDS licensees will
have to be constructed within 12 months of the date of grant unless the Commission grants an
application for additional time to complete construction.

18. Section 21.925(b) is amended as follows:

(b) Separate long-form applications must be filed for each individual MDS station
license sought within itt-the protected service area of a BTA or PSA, including:

(I) an application for each E-channel group, F-channel group, and single
H, 1, and 2A channel station license sought:

(2) an application for each MDS response station hub authorization sought;

(3) an application for each MDS booster station that will operate with an
EIRP in excess of·9 dBW (or, when subchannels are used, the appropriately adjusted value
based upon the ratio ofthe channel-to-subchannel bandwidths); and

(42-) an application for authority to operate at an MDS station in the area
vacated by an MDS station incumbent that has forfeited its station license; and

(53) an application for each ITFS-channel group station license sought in
accordance with §§74.990 and 74.991.

EXPLANATORYNOTE - The proposed revision to subsection (aj corrects an inadvertent error in
the drafting of the current rule. The proposed addition ofsubsection (b)(2) conforms to §21. 909
(which requires the filing of an application for authority to install and operate MDS response
stations and their associated response station hub,,) and §21. 913(b) (which requires thefiling ofan
application for authority to install and operate MDS booster stations that will operate with an EJRP
in excess of-9 dEW).

- 34-



19. Section 21.938(b) is revised as follows:

(b) Unless the affected parties have executed a written interference agreement in
accordance with §21.937, and subject to the provisions of §§21.909, 21.913, 74.939 and
74.985 regarding the protection of response station hubs and booster stations from harmful
electromagnetic interference, stations licensed to a BTA or PSA authorization holder must
not cause harmful electromagnetic interference to the following:

(I) the protected service area of other authorization holders in adjoining
BTAs or PSAs.

(2) the 56.33 km (35 mile) protected service areas of authorized or
previously proposed MDS stations (incumbents).

(3) registered receive sites and protected service areas of authorized or
previously proposed stations in the Instructional Television Fixed Service pursuant to the
manner in which interference is defined in §74.903(a).

EXPLANATORYNOTE -- The proposed additional language is intended to conform §21.938(b) to
the new interference protection rights afforded MDS and ITFS response stations and booster
stations under f/y'21.909. 21.913, 74.939 and 74.985.

20. Section 74.901 is revised by amending the definitions of"ITFS response station" and by adding
definitions for "Response station hub" and "Signal booster station" as follows:

ITFS response station. A fixed station operated by an.ITFSlicel1see,the lesseeofTTFS
cllal1ne1capacityor a SUbscriber of either at an authorized location to provide
communication by voice, video and/or data signals with. at~sponsestation hub to-an
associated iust! t1ctional telev isioli fixed statioli. A respotl.sestati0l11jcensepunderthis part
may sharefacilitiesWithotherITFS response stationsafld/orone or more MDS response
stationsauthotizedpursluintto §21.909.

Signal Booster Station. An ITFS station licensed for use in accordance with §74.985 that
operates on one or more ITFS channels. Signal booster stations are intended to augment
service as part ofa distributed transmission system where signal booster stations retransmit
the signal ofan ITFS station and/or originate information. A signal booster station licensed
under this part may share facilities with other ITFS signal booster stations and/or one or
more MDS signal booster stations authorized pursuant to §21.913.

Response Station Hub. A fixed facility licensed to an ITFS licensee and operated by an
ITFS licensee or the lessee ofan ITFS channel for the reception of information transmitted
by one or more ITFS or MDS response stations. A response station licensed under this part
may share facilities with other ITFS response station hubs and/or one or more MDS
response station hubs authorized pursuant to §21.909.

EXPLANATORY NOTE- Like the proposed changes to §21.2 relating to the MDS, the proposed
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revisions to §74.901 serve several purposes relating to the ITFS. The accompanying Petition
proposes three fundamental changes to the Commission's regulatory regime for ITFS -- permitting
cellularizing of transmission facilities, permitting subchannel and superchannel use of ITFS
channels, and the permitting the use of6 MHZ channels for return communications. In order to
minimize the disruption to the current rules, it is proposed (i) that the current ITFS response station
concept of §74.939 be expanded to govern all return paths, not just those using the 125 kHz
channels, and (ii) that the current booster station concept of§74.985 be expanded to provide for
origination ofcommunications.

The definition ofan "ITFS response station" is revised to reflect the proposal that entire ITFS
channels may be turned around and therefore the response station will not necessarily be associated
with any particular point-to-multipoint facility. The proposed revision also permits the use of
response channels for video return paths, conforming to the MDS response station rule. In addition,
the proposed revisions eliminate the implication ofthe current definition that the response station
must communicate directly with the ITFS transmitter site. The Petitioners are proposing the use of
response station hubs as an alternative that will permit ITFS response stations to operate at lower
power (since the response station hubs will generally he located closer to receive site premises than
the current primary transmitter site) and to employ a cellular pattern that will permit greater
frequency reuse than ifeach receive site must communicate with the current primary transmitter
site.

As noted in the e.\planatory note to ,,'\21.2, the Petitioners contemplate that response station hub
authorizations generally will be issued to the holder ofan existing point-to-multipoint authorization.
Particularly since the Petitioners anticipate that adjacent channels (which are usually assigned to
different licensees as a result ofthe interleaved channel allocation pattern in the 2.5 GHz band) will
be reservedfor response station transmissions, it is likely that most hubs and associated re,\ponse
stations will be facilities shared by multiple licensees. In other words, a response station hub and
associated response stations will operate under multiple authorizations, which will be identical in
all respects other than in the name ofthe licensee and the authorized channels oloperation.

The definition of "Signal Booster Station" is added, and reflects that such stations will he authorized
to originate transmissions, as well as relay transmissions from other stations. As with response
stations, it is anticipated that ITFS signal booster facilities will be shared by multiple licensees
comprising a wireless cable system.

21. Sections 74.902(d) is amended as follows

(d)(l) A licensee is limited to the assignment of no more than four channels
for use in a single area of operation, all of which should be selected from the same Group
listed in paragraph (a) of this section unlessgQod cause to utiHze channels from multiple
aro~psjsshowl1.An area of operation is defined as the area 20 miles or less from the ITFS
transmitte. Applicants shall not apply for more channels than they intend to construct
within a n.:.1sonable time, simply for the purpose of reserving additional channels. The
number of channels authorized to an applicant will be based on the demonstration of need
for the number of channels requested. The Commission will take into consideration such
factors as the amount of use of any currently assigned channels and the amount of proposed
use of each channel requested, the amount of, and justification for, any repetition in the
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schedules, and the overall demand and availability ofITFS channels in the community. For
those applicant organizations formed for the purpose of serving accredited institutional or
governmental organizations, evaluation of the need will only consider service to those
specified receive sites which submitted supporting documentation pursuant to §74.932(a)(4).

(2) An applicant leasing excess capacity and proposing a schedule which
complies in all respects with the requirements of §74.931(e) will have presumptively
demonstrated need, in accordance with paragraph (d)( 1) of this section, for no more than
four channels, all pait of the same GiOtip listed iii palagiaph (a) of this sectioli. This
presumption is rebuttable by demonstrating that the application does not propose to comport
with our ::ducational programming requirements, that is, to transmit some formal
educationai programming, as defined in §74.931(a), and to transmit the requisite minimum
programming of §74.931(e) for genuinely educational purposes and to receive sites when
students are there.

EXPLANATORY NOTE -- The proposed revisions to subsection (d) are designed to accommodate
a possible change in the current system ofinterleaved channel assignments. The Two- Way Report
establishes that in order to avoid acijacent channel interference, it appears likely that those desiring
to provide for return communications will want to utilize several contiguous channels. The current
interleaved channel assignment system is inconsistent with that approach. Therefore, the proposed
rule revision allows the Commission, upon a showing ofgood cause, to license ITFS licensees to
utilize channels in different channel groups and therefore promote the licensing at contiguous
channels. Note that §21. 901(d)(6) establishes a procedure by which the licensees of interleaved
MDS channels may petition the Commission to authorize an exchange ofassigned channels to allow
adjacent channel operation by a single licensee. The proposed revisions to subsection (d) are
designed to provide a similarflexibility in the assignment of1TFS channels.

22. Section 74.903(a)(3) is amended as follows:

(3) For purposes ofthis section and exceptas setforthin §74.939 regarding
the'proteetion ofr(lsPQnSe station hubs, all interference calculations involving receive
antenna performance shall use the reference antenna characteristics shown in Figure 1,
§74.937(a) or, in the alternative, utilize the actual pattern characteristics of the antenna in
use at the receive site under study. If the actual receive antenna pattern is utilized, the
applicant must submit complete details including manufacturer, model number(s), co-polar
and cross-polar gain patterns, and other pertinent data.

EXPLANATORY NOTE - The proposed revision to subsection (3) is necessary because, as
explained in the Explanatory Note to §21. 909, the multipoint-to-point nature ofthe response station
hub makes the standard reference antenna inappropriate for use in analyzing potential interference
to a response station hub.
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23. Section 74.90}(b)(6) is added as follows:

elating to response service areas and booster service areas
a 74.939 and 74.985. To the extent those special rules are
inconsistent with any rules set forth above, those special rules shall control.

EXPLANATORYNOTE- This additional subsection is being added to assure that applicantsfor
new or modified ITFSfacilities are aware that proposed §§21.909. 21.913. 74.939 and 74.985
impose upon them special interference protection requirements relative to 1TFS and MDS re:o.ponse
stations and booster stations. The placement ofthe response station and booster station interference
protection rules in those sections mirrors the proposed approach to .specifYing the protection due
MDS re:o.ponse stations and booster stations.

24. Section 74.911(a)(l) is amended as follows:

(a) Applications for ITFS stations are divided into two groups:

(l) In the first group are applications for new stations or major changes in
the facilities of authorized stations. These applications are subject to the provisions of
paragraph ,e) of this section. A major change for an ITFS station will be any proposal to
add new I..hannels, change from one channel (or channel group) to another, change
polarization, increase the EIRP in any direction by more than 1.5 dB, increase the
transmitting antenna height by 25 feet or more, or relocate a facility's transmitter site by 10
miles or more. .4iJ1lJ.)lj~ij~!()nss\.1bmitted pursuant to§§741939 and 74.985 shall not be
c()n~ilae~~dm.aJorcna;ng~.a.ppllcati()t1s. However, the Commission may, within 15 days after
the acceptance ofan application, or 15 days after the acceptance of any other application for
modification offacilities, advise the applicant that such application is considered to be one
for a major change, and subject to the provisions of paragraph (c) of this section.

EXPLANATORYNOTE -- The proposed revision provides that a request for authority to modifY a
licensed facility for return path use or to add a booster station shall not be considered a major
change. This will avoid unnecessarily delaying the filing andprocessing ofreturn path modification
and booster applications until ITFS .filing windows. It mirrors the approach taken by the
Commission in the Digital Declaratorv Ruling. where the Commission treated applications to
convert to digital operations as minor amendments. See Digital Declaratory Ruling. at ~ 53. Note,
however, that just as the Commission required in the Digital Declaratorv Ruling the preparation
and filing of interference analyses by ITFS applicants that are generally not required with minor
change applications. so too are the Petitioners proposing in §74. 939(d) that applicants for re.sponse
station hub and booster authorizations demonstrate that their proposed minor changes will not
cause harmful interference.

25. Section 74.911 is revised by adding a new subsection (e) as follows:

(e) Notwithstanding any other provisions of this Part 74, effective as of [date of
adoption ofnew rules], there shall be one one-week window at such time as the Commisslon
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sha:llannounce by pubJicnotice for the filing of applications for booster stations and
response station,hub authorizations, during which aU applications shall be deemed to have
been filed as of the same day for purposes of §§74.939 and 74.985. Following the
publication ofa public notice announcing the tendering for filing of applications submitted
during that window, applicants shall have a period of sixty (60) days to amend their
applications, provided such amendments do not result in any increase in interference to any
previously proposed or authorized station (including facilities proposed during the window)

sent of the applicant for or licensee of the station that would receive such
interference. At the conclusion of that sixty ( iod, the Commission

shall publish a public notice announcing the ac all applications
submitted during the initial window, as amended during the sixty (60) day period. All
petitions to must be filed within sixty (60) days of such second
public notice. n submitted during the initial window shall be automatically
granted on the sixty-first (6 Pi) day after the Commission shall have given such public notice
of its acceptance for filing, unless prior to such date either a party in interest timely files a
formal petition to deny or for other relief pursuant to §74.912 or the Commission notifies
the applicanUhat'il$application will not be automatically granted. On the sixty-first (61 51

)

day after the:publieation,ofsuch second public notice, applications for response station hub
and booster stationhub:authorizations may be filed and wiJ1 be processed in accordance with
the provisions of §§ 74.939 and 74.985.

EXPLANATORY NOTE- This provision is intended to conform the ITFSfiling rules to the MDS
filing rules, and is morejitlly explained in the explanatory notes to §§21.27, 21.909 and 21.913. The
Petitioners contemplate that as with existing MDS booster and response stations, the Commission
will afford an opportunity for existing ITFS booster and response station users to .file the
information necessary for them to secure grandfathered status and be protected by facilities
proposed during the contemplated one-week lvindow and thereafter.

26. Section 74.912(a) is revised as follows:

(a) Any party in interest may file with the Commission a petition to deny any
application for new facilities or major changes in the facilities of authorized stations,
provided such petitions are filed by the date established pursuant to the cut-off provisions
of §74.911 (c). [n the case of all other appl ications, except those excluded under Section
309(c) ofthe Communications Act of 1934, as amended, and except as provided in§§74.939
and 74.985, petitions to deny must be filed not later than 30 days after issuance of a public
notice ofthe acceptance for fil ing of the appl ications. In the case ofapplications for renewal
of license, petitions to deny may be filed after the issuance of a publ ic notice of acceptance
for filing of the applications and up until the first day of the last full calendar month of the
expiring license term. Any party in interest may file with the Commission a petition to deny
any notification regarding ITFS booster stations within the 60 day period provided for in
§14.985(e).

EXPLANATORYNOTE - The proposed revision is necessary to conform this section to the current
provision of §74.985. which provides interested parties 60 days to oppose low power booster
stations for which notifications arejiled and which the Petitioners do not propose to change.
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27. Sections 74.931 is revised as follows:

§74.931 Purpose and permissible service.

(a)( 1) Instructional television fixed stations are intended primarily to provide a
formal educational and cultural development in aural and visual form, to students enrolled
in accredited public and private schools, colleges and universities. Authorized instructional
television fixed station channels must be used to transmit formal educational programming
offered for credit to enrolled students of accredited schools or •for~sp!l)nse qbannels
employed in connee~iOtl \VItli formal educational courses Offered for credit to·· enrolled
studentsofaccreditedsch061s, with limited exceptions as set forth in paragraph (e)(9) ofthis
section and §§74.990 through 74.992 of this part.

* * *

(b) Such stations may also be used for the additional purpose of transmitting other
visual and aural educational, instructional and cultural material to selected receiving
locations, including in-service training and instruction in special skills and safety programs,
extension of professional training, informing persons and groups engaged in professional
and technical activities of current developments in their particular fields, and other similar
endeavors, and for transmitting associated information from ITFS response statiOns to
response st~ltion hubs.

* * *

(e) A licensee may use excess capacity on each channel to transmit material other
than the ITFS subject matter specified in paragraphs (a), (b), (c), and (d) of this section
subject to the following conditions:

* * *

(2) If the time or capacity leased is to be used for "wireless cable"
operations (theprOvisioriOfvideo, voice andlordata servicestosubscrib¢rs), before leasing
excess capacity on anyone channel, the licensee must provide at least 20 hours per week of
ITFS programming on that channel, except as provided in paragraph (e)(3) of this section.
All hours not used for ITFS programming may be leased to a "wireless cable" operator. A
totlltIIof40 Ali additiolial20 hours per week per channel must be usedfodTF'S programming
otreserved for recapture by the ITFS licensee for its lTFS programming, subject to one
year's advance, written notification by the lTFS licensee to its "wireless cable" lessee.
These hours of recapture are not restricted as to time of day or day of the week, but may be
established by negotiations between the ITFS licensee and the "wireless cable" lessee.

* * *

(9) A licensee may shift its requisite ITFS programming onto fewer than
its authorized number ofchannels, via channel mapping technology or channel loading, so
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that it can lease full-time channel capacity on its ITFS station, associated ITFS booster
stations or on ITFS response stations and associated response station hubs to a wireless
cable operator, subject to the condition that it provide a total average of at least 20 hours per
channel per week of ITFS programming either on its authorized channels or on channels not
authorized to it, but which are included in the wireless system ofwhich it is a part. The use
of channel mapping or channel loading in accordance with the preceding sentence shall not
be considered adversely to the ITFS licensee in seeking a license renewal or otherwise. The
licensee also retains the unbridgeable right to recapture, subject to six months' written
notification to the wireless cable operator, such additional hours as are necessary to afford
it an average of an additional 20 40 hours per channel per week for simultaneous
programming on the number of channels for which it is authorized. The licensee may agree
to the transm ission of this recapture time on channels not authorized to it, but which are
included in the wireless system of which it is a part.

* * *

EXPLANATORY NOTE -- The proposed revisions to subsections (a) and (b) are intended to reflect
that as ITFS licensees secure interactive capabilities, the fundamental nature ofhow ITFS !'pectrum
is employed will change. Content used in connection with the education ofstudents willflow both
to receive sites, andfrom receive sites to response station hubs.

The proposed revisions to subsection (e)(2) achieve two objectives. First, they provide clarity as to
what constitutes" 'wireless cable' operations" in an environment where wireless cable operators.
like their wired cable brethren, will have to provide afull panoply ofservice ~fferings to consumers
in order to remain competitive. Second, the proposed revisions clarifY the minimum recapture rule
to provide that where an ITFS licensee utilizes more than 20 hours per channel per week for ITFS
programming, it must only preserve the right to recapture additional hours that would give it a total
~f40 hours ~factual use and recapture time per week per channel. Historically, the Commission
has required ITFS licensees engaged in leasing ofexcess capacity to preserve at least 40 hours each
week per channel for the transmission ~f ITFS programming. This 40-hour preservation could
consist of any combination ~f airtime actually used to transmit ITFS programming and airtime
subject to ready recapture. provided that the minimum actual use requirements of§§74. 931 (e){2)
and (3) are met. Thus, for example. an ITFS licensee that actualZv transmitted thir~v hours per
channel per week of ITFS programming was only required to reserve for ready recapture an
additional ten hours When the Commission amended §74. 93l(e)(2) in its 1994 Report and Order
in MM Docket No. 93-106. it inadvertently revised that subsection in a manner that appears to
require the preservation (~f20 hours per week per channel ~fready recapture time, even ifthe ITFS
licensee is actually transmitting more than the 20 hours per channel per week ITFS programming
minimum. That clearly was not the Commission's intent -- there is nothing in the Report and Order
to suggest that the Commission intended to alter its historic policies regarding the amount ofready
recapture time that must be made available to those ITFS licensees that actually utilize more than
the 20-hour minimum. See Petition ofWireless Cable Ass'n Int 'I, MM Docket No. 93-106. at 2 J-23
(filed Aug. 12, 1994). To eliminate any confusion. the Petitioners suggests that §74.931(e){2) be
revised to provide that an ITFS licensee engaged in channel mapping or channel loading need only
preserve for ready recapture an amount ofairtime per channel equal to 40 hours less the number
ofhours actually employedfor ITFS transmissions. Similar conforming changes to §74. 931 (e){9)
are also proposed.
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As noted above in the explanatory note to §74.902(d), it will likely be essential that several
contiguous channels be made available for return path use in order to avoid unnecessary
duplication ofguurd bands. In order to accomplish that task, it may be necessary for an ITFS
licensee to make its entire spectrum allocation availablefor return paths, and to meet its minimum
programming requirements on other channels within the 5ystem. The Commission has previously
acknowledged that "[i}n today's market environment, MMDS channels and ITFS channels are
interrelated components of an integrated set of channels" and has "agree[d} that it is most
practicable to view a licensee's group offour ITFS channels as an integral constituent ofa market­
wide set of channels used to transmit instructional and entertainment programming." See
Amendment of Part 74 of the Commission's Rules Governing Use of the Frequencies in the
Instructional Television Fixed Service. 9 FCC Rcd. 3360. 3364-65 (1994). The proposed revisions
to subsection (e)(9) are necessary to afford ITFS licensees the flexibility to load all of their
transmission needs onto channels other than their own so as tofree upfull time channel usefor non­
ITFS programming purposes. Yet, the proposed rules do not diminish bv one minute the amount
oftime that must be made available to an ITFS licensee. If an ITFS licensee desires to makefull
time use ofits channels available to a wireless cable operator. it must secure the right to transmit
its ITFS programming on other channels. And. because the conversion ofchannel.sfor return path
use requires the consent ofthe ITFS licensee, each ITFS licensee will retain the ability to use its own
channels. ifthat is a matter ofimportance to it. No wireless cahle operator will be able toforce its
ITFS lessors to abandon use oftheir assigned channels.

28. Sections 74.936 is revised as follows:

(a) An instructional television fixed station shall normally employ amplitude
modulation (C3F) for the transmission of the visual signal and frequency modulation (F3E)
or (G3E) for the transmission of the aural signal when transmitting a standard television
signal. For purposes other than standard television transmissipn, different types of
emissions may be authorized if the applicant describes fully the modulation and bandwidth
desired, and demonstrates that the bandwidth desired is no wider than needed to provide the
intended service.

(b) On or after November 1, 1991, the maximum out-of-band power ofa transmitter
or of a booster transmitting on a single channel with effective isotropic radiated power in
excess of ~9 dBW operating in this service utilizing analog modulation shall be attenuated
38 dB relative to the peak visual carrier at the channel edges and constant slope attenuation
from this level to 60 dB relative to the peak visual carrier at 1 MHZ below the lower band
and 0.5 MHZ above the upper band edge. All out-of-band emissions extending beyond these
frequencies shall be attenuated at least 60 dB below the peak visual carrier power. The
maximum out-of-band power ofa transmitter or ofa booster transmitting on a single channel
or portion thereof with effective isotropic radiated power in excess of -9 dBW employing
digital modulation shall be 38 dB attenuation relative to the licensed average power level
(or, when subchannels are used, the appropriately adjusted value based upon the ratio ofthe
channel-to-'mbchannel bandwidths) at the licensed channel edges, constant slope attenuation
from that \. 'vel to 60 dB attenuation at 3 MHZ above the upper and below the lower licensed
channel edges, and 60 dB attenuation below the licensed average power level (or, when
subchannels are used, the appropriately adjusted value based upon the ratio of the channel-
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to~subchanne'l bandwidths) at all other frequencies. Notwithstanding the foregoing, in
situations where a booster station transmits, or where adjacent channel1icensees jointly
transmit, over more than one channel utilizing digital modulation, the maximum out-of-band
power shall be 38 dB attenuation relative to the licensed average power level of each
channel at the channel edges of those combined channels, constant slope attenuation from
that level to 60 dB attenuation at 3 MHZ above the upper and below the lower edges of
those combined channels, and 60 dB attenuation below the licensed average power level of
each channel at all other frequencies. However, should interference occur as a result of
emissions outside the assigned channel, additional attenuation may be required. A
transmitter licensed prior to November I, 1991, that remains at the station site initially
licensed, and does not comply with this subsection, may continue to be used for its life if
it does not cause harmful interference to the operation of any other licensee. Any
non-conforming transmitter replaced after November 1, 1991, shall be replaced by a
transmitter meeting the requirements ofthis subsection.

(c) Tbemaximum out-of-band power ofa booster transmitting on multiple channels
carrying separate signals{a "broadband" booster) with an effective isotropic radiated power
in excess of~9 dBW, employing either analog or digital modulation,. shall be attenuated 38
dB'relative to the peak visual carrier at the channel edges ofchannels occupied by analog
signals and relative to the licensed average power level at the edges of channels occupied
by digital signals. Within unoccupied channels within the overall passband ofthe booster,
the maximum out~of.,;band power shall be attenuated 50 dB at 3 MHZ above the upper and
below the lower edges of occupied channels. For boosters operating in the range
2.500-2:690 GHz, the maximum out-of-band power shall be attenuated 50 dB at 3 MHZ
above the upper and below the lower of these frequencies, constant slope attenuation to 60
dB at 20 MHZ above the upper and below the lower of these frequencies, and 60 dB
attenuation at all frequencies beyond. Boosters operating with an effective isotropic
radiated power less than -9 dBW shall have no particular out-of-band power attenuation
requirement, except that if they cause harmful interference, their operation shall be
terminated within 2 hours upon notification by the Commission until the interference can
be cured.

(d) The maximum out~of-band power ofa response station using all or part a 6 MHZ
channel and employing digital modulation shall be 38 dB attenuation relative to the rated
power level at the 6 MHZ channel edges, constant slope attenuation from that level to 60 dB
attenuation at 3 MHZ above the upper and below the lower channel edge, and 60 dB
attenuation below the rated power level at all other frequencies. Notwithstanding the
foregoing, in situations where response stations transmit over more than one 6 MHZ channel
utili aximum out·o I be 38 dB attenuation

:hin eac;h channel at el edges of those combined
channels, constant slope attenuation from that level to 60 dB attenuation at 3 MHZ above
the upper and below the lower edges of those combined channels, and 60 dB attenuation
below the rated power level ofeach channel at all other frequencies. Notwithstanding either
ofthe two foregoing sentences, the out~of·band power for discrete spurious signals above
the upper and below the lower channel edge shall not be less than 40 dB attenuation,
provided that such signals occur no more frequently than once in any 10 MHZ within 50
MHZ of a channel edge and none occur more than 50 MHZ from a channel edge). However,
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should harmful interference occur as a result of emissions outside the assigned channel,
additional attenuation may be required.

(ee) The requirements of §73.687(c)(2) will be considered to be satisfied insofar
as measurements of operating power are concerned if the transmitter is equipped with
instruments for determining the combined visual and aural operating power. However,
licensees are expected to maintain the operating powers within the limits specified in
§74.935. Measurements of the separate visual and aural operating powers must be made at
sufficiently frequent intervals t? insure compliance with theruI~.~,an~ i~2oevent less than
once a month. aoW!e¥er,~ij.e>]l)rovisions of §73.68;7Kc)(2.)an<JofJ~ij.iss\lb~e9tionshaHnotbe
~pf>li«abte to ITF$resporlsestatiot1s or to low powerltfFS booster stations authorized
pursuant to§74:985(e).

EXPLANATORYNOTE - The revisions to subsection (a) are intended to conform to §21.905(b) and
accommodate the use ofdifferent modulations schemes. The revisions to subsection (b) and the
addition ofsubsection (c) are intended to conform to §21.908. The revisions to subsection (c) are
to make clear that the restrictions setforth therein do not apply to ITFS re!Jponse station or low
power ITFS booster station transmitters. For the reasons setforth above, it would not be practical.
and it is not necessary, to impose such requirements on those devices.

29. Sections 74.937(a) and (b) are revised as follows:

(a) In order to minimize the hazard of harmful interference from other stations,
directive receiving antennas should be used at all receiving locations other than response
station hubs. The choice of receiving antennas is left to the discretion of the licensee.
However, for the purpose of interference calculations, exgeptassetforthih §74:939, the
general characteristics of the reference receiving antenna shown in Figure I of this section
(i.e., a 0.6 meter (2 foot) parabolic reflector antenna) are assumed to be used in accordance
with the provisions of §74.903(a)(3) unless pertinent data is submitted of the actual antenna
in use at the receive site. Licensees may install receiving antennas with general
characteristics superior to those of the reference receive antenna. Nevertheless, should
interference occur and it can be demonstrated by an applicant that the existing antenna at
the receive site is inappropriate, a more suitable yet practical receiving antenna should be
installed. In such cases, the modification of the receive site will be in the discretion, and
will be the responsibility, of the licensee serving the site.

(b) Except as set forth in §74.931(e)(7), dBirective transmitting antennas shall be
used whenever feasible so as to minimize interference to other licensees. The radiation
pattern shall be designed to minimize radiation in directions where no reception is intended.
When an ITFS station is used for point-to-point service, an appropriate directional antenna
must be used.

EXPLANATORY,VOTE -- The revisions to subsection (a) r~flect the fact, discussed in detail in the
explanatory note {() §21.909, that response station hubs are multipoint-to-point in nature. The
revision to subsection (b) is intended to eliminate an ambiguity and make clear the Commission 's
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intention that ITFS licensees which lease to wireless cable operators can secure authority to utilize
an omnidirectional transmission antenna, even ifsuch antenna pattern is unnecessary to serve the
licensee's own educational receive sites. See Amendment ofParts 21, 43, 74, 78 and 94 ofthe
Commission's Rules Governing Use ofthe Frequencies in the 2.1 and 2.5 GHz Bands, 6 FCC Rcd
6764,6774 (1991).

30. Section 74.938(a) is amended as follows:

(a) The width of an ITFS channel is 6 MHZ, However, the licensee may
subchannelize its authorized bandwidth, provided that digital modulation is employed and
the aggregate power does not exceed the authorized power for the channel, and may utilize
all or a portion of its authorized bandwidth for ITFS response stations authorized pursuant
to §74.939. The licensee may also,jointly with affected adjacent channel licensees, transmit
utilizing bandwidth in excess of its authorized bandwidth, provided that digital modulation
is employed, all power spectral density requirements set forth in this Part are met and the
out-of-band emissions restrictions set forth in §74,936 are met at the edges ofthe channels
employed, ITFS transmitters must be type accepted by the Commission for the particular
visoal and aotal signals that will be employed in actual operation. Either the manufacturer
or the licensee must obtain transmitter type acceptance for the transmitter by filing an
application for type acceptance with appropriate information concerning the signal
waveforms and measurements.

EXPLANATORY NOTE - The proposed revision accommodates the subchannelization that will be
employedjor two-way communications, and conjorm to proposed §21.905(b). As explained in the
explanatory note to that section, the Petitioners contemplate that ITFS licensees in the/uture may
desire to employ transmission systems that utilize less than 6 MHZ jor each channel of
communications, particularly jor communications between the ITFS response station and the
response station hub. The proposed revisions provide ITFS licensees with the requestedflexibility
to subchannelize their 6 MHZ bandwidth as necessary to provide an array ojdigital communications
services (subject, ~fc(Jurse, to compliance with restrictions on power (including the untform power
requirements o/the Digital Declaratorv Ruling) and (Jut-~fbandemissions at the channel edge.s).
Similarly, the Petitioners believe that innovative transmission techniques can be promoted by
allowing adjacent channel licensees to jointzv transmit a digital signal with a bandwidth in excess
of6 MHZ. For exumple, buried spread spectrum (which could make it possible to use the same
.spectrumfor both upstream and downstream communications), may require the use ofcode division
multiplexing, which in turn may require bandwidth in excess ~f 6 MHZ if the data rate needs' of
certain applications are to be met, The Petitioners submit that where adjacent channel licensees
desire to jointly transmit a single signal over all or part (~ftheir combined bandwidth, they should
be permitted to do so, subject to the use ofdigital modulation and compliance with the out-oj-band
emissions restrictions setjorth in §74.936 at the edges 4the channels actually used and the unifbrm
power requirements ~f the Digital Declaratorv Ruling. qfcourse, in order to avail themselves of
this opportunity, the adjacent channel licensees will have to be authorized to operate/acilities that
are functionally identical, save jor the authorized operatingjrequencies. As discussed previouszy,
while the Petitioners are proposing that all subchannel or superchannel use employ digital
modulations in order to avoid the needjor multiple interference protection standards, applicants
should be permitted to employ analog subchannels or superchannels on a waiver basis upon a
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showing ofnon-interference. Finally, elimination ofthe phrase "visual and aural" accommodates
the fact that modulation techniques will be employed that do not have such signals. See Digital
Declaratorv Ruling. at ~47.

31. Section 74.939 is revised as follows:

(a) An ITFS response station is authorized to provide communication by voice,
video and/or data signals with its associated ITFS respOus(;'l station hub ilistltlctiolial
telev ision fixed statioli fol tlse iii ilistl tlctional 01 comptltet-assisted cOllimtlliicatiolis. Od,el
comllitlnications conceln ing the technical opel ation of the sy stem may be call ied on when
liecessal y. tbt-An ITFS response station may be operated on ly by the Iicensee of an
instructional television fixed station and only at an authorized receiving location of the
instructional television fixed station, by anylesS(;'le ()fex.c¢ssc~pa.¢i1:y, or by asubscriber of
anyaesse¢ofex.cessc~pa.ci1:ywith which it COlililitlliicates. More than one ITFS response
station may be operated at the same or different locations by the same licensee. Th~spe~ific

f~gJJ~~~ychanI1el:rn~:y~ei~JJbdivid~toproV'ide:a·distinqt'~p¥l'atipgft~qQ¢ll~yfor·each of
",-Q~etnW;l:one·teSpons~station,.pro\lided.thatdigjtalm~dulationis·employedand the
aggregate power does not exceed the authorized power forthecnaTlneI. An ITFS response
station may also transmit utilizing bandwidth in excess of that authorized to the licensee
jointly with effective adjacent channel licensees, provided that digital modulation is
employed, all power spectral density requirements set fort in this Part are met and the out-of­
band emission restrictions set forth in §74.936 are complied with.

(b) ITFS response s ions that utilize the bands 2500-2650 MHZ, 2656-2662 MHZ,
2668;.2674 M 86 MHZ or the 125 KHz channels identified in §74.939(t)
may be installed and operated without an individual license to communicate with a response
station hub authorized to an lTFS licensee under a response station hub authorization,
provided that the conditions set forth in §74.939(e) are complied with and that ITFS
response stations operating in the bands 2500-2650 MHZ, 2656-2662 MHZ, 2668-2674
MHZ and/or 2680-2686 MHZ only employ digital modulation.

(0) An application for a reSponse station hubauthoriZatioTl anthol it)' to opel ate a
hew 01 modified tespolise statim, shall be filed with the Commission in Washington, D.C.,
on FCC Form 330. Section VI ofthat form shall supply the following information for each
response station hub:

(1) The geographic coordinates, street address, and the height ofthe center
line of the reception antenna(s) above mean sea level for the response station hub; and

(2) A specification of:

(A) The response service area in which the applicant or its lessee
proposes to install ITFS response stations to communicate with the response station hub, any
regions into which the response service area will be subdivided for purposes of interference
analysis, and any regional classes of response station characteristics which will be used to
define th ~ operating parameters of groups of response stations within each region for
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purposes of interference analysis, including:

(i) the maximum height above ground level of the
transmission antenna that will be employed by any response station in the regional class and
that will be used in interference analyses without the receipt of additional, site-specific
authorization; and

(ii) the maximum equivalent isotropic radiated power
(EJRiP) that will be employed by any response station in the regional class and that will be
used in interference analyses; and

(iii) any sectorization that will be employed, including the
polarization to be employed by response stations in each sector and the geographic
orientation of the sector boundaries, and that will be used in interference analyses; and

(iv) the combined worst-case outer envelope plot of the
pattems\>f aU models of response station transmission antennas that will be employed by
any response station in the regional class to be used in interference analyses; and

(v) the maximum number of response stations that will be
operated simultanoously in each region using the characteristics of each regional class
applicable to each region.

(B) The channel plan (including any guardbands at the edges of the
channels) to be used by ITFS response stations in communicating with the response station
hub, including a statement as to whether the applicant will employ the same frequencies on
which response stations will transmit to also transmit on a point-to-multipoint basis from an
MDS station or MDS booster station; and

(C) The minimum received signal level that the proposed response
station hub can actually utilize in the provision of service, specified in dBW/m2/Hz; and

(3) A demonstration that:

(A) The proposed response station hub is within the protected
service al'ea of the ITFS station whose channels will be used for communications to the
response station hub (for purposes ofthis rule, an ITFS station that is not engaged in leasing
ofexcess capacity will be deemed to have a 35 mile radius protected service area centered
at its transmitter site) or, in the case of an application for response stations to utilize one or
more of the 125 kHz response channels, the response station hub is within the protected
service area ofthe station authorized to utilize the associated channel; and

(B) The entire proposed response service area is within the
protected service area ofthe ITFS station whose channels will be used for communications
to the response station hub, (for purposes ofthis rule, an ITFS station that is not engaged in
leasing of excess capacity will be deemed to have a 35 mile radius protected service area
centered at its transmitter site) or, in the alternative, the applicant may demonstrate that the
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